Luer-Lock adapter
### Luer-Lock adapter

<table>
<thead>
<tr>
<th>Description</th>
<th>Side</th>
</tr>
</thead>
<tbody>
<tr>
<td>Luer-Lock on male thread, INOX</td>
<td>03</td>
</tr>
<tr>
<td>Luer-Lock on male thread, male plastic</td>
<td>04</td>
</tr>
<tr>
<td>Luer-Lock on male thread, female, plastic</td>
<td>06</td>
</tr>
<tr>
<td>Luer-Lock male/female</td>
<td>07</td>
</tr>
<tr>
<td>Luer-Lock male, hose nozzle</td>
<td>08</td>
</tr>
<tr>
<td>Luer-Lock female, hose nozzle</td>
<td>09</td>
</tr>
<tr>
<td>Luer-Lock male, on mixing tube</td>
<td>10</td>
</tr>
<tr>
<td>Luer-Lock caps and connectors</td>
<td>11</td>
</tr>
</tbody>
</table>

Further Luer-Lock adapters on request!
# Luer-Lock adapter

## on male thread

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000172</td>
<td>male</td>
<td>G1/8“</td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000173</td>
<td>male</td>
<td>G1/4“</td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000174</td>
<td>female</td>
<td>G1/8“</td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000175</td>
<td>female</td>
<td>G1/4“</td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000193</td>
<td>female</td>
<td>M5</td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000220</td>
<td>female/male</td>
<td></td>
<td>INOX</td>
</tr>
<tr>
<td>BG3000228</td>
<td>male</td>
<td>M6</td>
<td>INOX</td>
</tr>
</tbody>
</table>

Luer-Lock adapter on male thread.
## Luer-Lock adapter on male thread

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000189</td>
<td>male</td>
<td>G1/4&quot;</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000190</td>
<td>male</td>
<td>G1/8&quot;</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000191</td>
<td>male</td>
<td>5/16&quot; - 28 UNR</td>
<td>POM</td>
</tr>
<tr>
<td>BG3000192</td>
<td>male</td>
<td>1/8&quot; NPT</td>
<td>POM</td>
</tr>
<tr>
<td>BG3000177</td>
<td>male</td>
<td>10 - 32 UNF</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000178</td>
<td>male</td>
<td>1/4&quot; - 28 UNF</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000179</td>
<td>male</td>
<td>1/4&quot; NPT</td>
<td>PA (with)</td>
</tr>
</tbody>
</table>
## Luer-Lock adapter on male thread

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000180</td>
<td>male</td>
<td>1/4&quot; NPT</td>
<td>PE (black)</td>
</tr>
<tr>
<td>BG3000183</td>
<td>male</td>
<td>1/4&quot;- 28 UNF</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000216</td>
<td>male</td>
<td>G1/4&quot;</td>
<td>PA (black)</td>
</tr>
<tr>
<td>BG3000215</td>
<td>male</td>
<td>G1/4&quot;</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000214</td>
<td>male</td>
<td>G1/8&quot;</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000213</td>
<td>male</td>
<td>G1/8&quot;</td>
<td>PA (with)</td>
</tr>
</tbody>
</table>
**Luer-Lock adapter**

**on male thread**

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000186</td>
<td>female</td>
<td>G1/8&quot;</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000187</td>
<td>female</td>
<td>G1/4&quot;</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000182</td>
<td>female</td>
<td>1/8&quot; NPT, Winkel 90°</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000194</td>
<td>female</td>
<td>1/8&quot; NPT, Winkel, 90°</td>
<td>PP (black)</td>
</tr>
</tbody>
</table>
### Luer-Lock adapter

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000221</td>
<td>union nut, not rotatable</td>
<td>PA</td>
</tr>
<tr>
<td>BG3000195</td>
<td>female/male, rotatable</td>
<td>PA</td>
</tr>
<tr>
<td>BG3000198</td>
<td>female/male, not rotatable</td>
<td>PA</td>
</tr>
<tr>
<td>BG3000224</td>
<td>female/male, not rotatable</td>
<td>PA</td>
</tr>
<tr>
<td>BG3000223</td>
<td>female/male, rotatable, 90°</td>
<td>PA</td>
</tr>
</tbody>
</table>
## Luer-Lock adapter

### hose nozzle

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>hose size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000184</td>
<td>male</td>
<td>I - Ø 4 mm, A - Ø 6 mm</td>
<td>PP</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>shose nozzle</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000147</td>
<td>male</td>
<td>2.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000148</td>
<td>male</td>
<td>2.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000149</td>
<td>male</td>
<td>3.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000150</td>
<td>male</td>
<td>3.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000151</td>
<td>male</td>
<td>4.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000152</td>
<td>male</td>
<td>4.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000153</td>
<td>male</td>
<td>5.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000154</td>
<td>male</td>
<td>5.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000155</td>
<td>male</td>
<td>6.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000156</td>
<td>male</td>
<td>6.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000157</td>
<td>male</td>
<td>7.0 - 8.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000158</td>
<td>male</td>
<td>7.0 - 8.0 mm</td>
<td>PP (transparent)</td>
</tr>
</tbody>
</table>
Luer-Lock adapter

**auf Schlauch**

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>hose size</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000185</td>
<td>female</td>
<td>I - Ø 4 mm, A - Ø 6 mm</td>
<td>PP</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>shose nozzle</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000159</td>
<td>female</td>
<td>2.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000160</td>
<td>female</td>
<td>2.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000161</td>
<td>female</td>
<td>3.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000162</td>
<td>female</td>
<td>3.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000163</td>
<td>female</td>
<td>4.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000164</td>
<td>female</td>
<td>4.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000165</td>
<td>female</td>
<td>5.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000166</td>
<td>female</td>
<td>5.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000167</td>
<td>female</td>
<td>6.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000168</td>
<td>female</td>
<td>6.0 mm</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000169</td>
<td>female</td>
<td>7.0 - 8.0 mm</td>
<td>PA (with)</td>
</tr>
<tr>
<td>BG3000170</td>
<td>female</td>
<td>7.0 - 8.0 mm</td>
<td>PP (transparent)</td>
</tr>
</tbody>
</table>
Luer-Lock adapter

on mixing tube

Core hole with conical thread

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>filetage conique</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000232</td>
<td>male</td>
<td>4 - 5 mm</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000233</td>
<td>male</td>
<td>5 - 6 mm</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000234</td>
<td>male</td>
<td>4 - 5 mm</td>
<td>PP</td>
</tr>
<tr>
<td></td>
<td></td>
<td>6 - 7 mm</td>
<td></td>
</tr>
</tbody>
</table>
### Luer-Lock adapter

#### Caps and connectors

#### Cap for Luer-Lock

<table>
<thead>
<tr>
<th>Artikelnummer</th>
<th>Typ</th>
<th>Material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000176</td>
<td>male</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000621</td>
<td>female</td>
<td>PE</td>
</tr>
</tbody>
</table>

#### Luer-Lock connectors

<table>
<thead>
<tr>
<th>Article number</th>
<th>type</th>
<th>material</th>
</tr>
</thead>
<tbody>
<tr>
<td>BG3000188</td>
<td>male/male</td>
<td>PP</td>
</tr>
<tr>
<td>BG3000181</td>
<td>female/female</td>
<td>PP (transparent)</td>
</tr>
<tr>
<td>BG3000199</td>
<td>female/female</td>
<td>PP (transparent)</td>
</tr>
</tbody>
</table>