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Cleaning wipes low fuzz (100 pcs. = 1 PU)
Article number	 size 	 colour
BG300110	 10 x 20 cm	 white

Cleaning pads (100 pcs. = 1 PU)
Article number	 length mm	 colour
BG300111	 70	 white

Cleaning sticks (100 pcs. = 1 PU)
Article number	 length mm	 colour
BG300112	 155	 white

Cleaning brush (10 pcs. = 1 PU)
Article number	 ∅ mm	 colour
BG300115	 9	 white

BG300116	 5	 white

Cleaning brush (10 pcs. = 1 PU)
Article number	 ∅ mm	 colour
BG300117	 2	 white
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Specifications
Dosing accessories

All tolerance specifications represent the current state of knowledge or experience. If the 

corresponding value is critical to the process, it is important to communicate this beforehand! 

All dosing needles are disposable products and should not be cleaned and reused. This can 

affect the function. 

The actual length and position of the dosing needle on the dosing system depends on many 

factors (e.g. assembly torque, batch-dependent differences in dosing needle length and con-

centricity, ...). For robotic applications, needle alignment is therefore generally recommended. 

The colour of the respective product may vary slightly for production reasons. 

There is no 100% check for possible dimensional deviations. Critical applications that require 

special tolerances should always be clarified with H. Sigrist & Partner AG in advance. 

 

1. warnings for working with compressed air or chemicals 

In addition to the present document, the company‘s internal safety regulations must be obser-

ved. Since the protective measures are largely determined by the application, a few examples 

are given below (see DIN EN ISO 7010). 

Attention: If you need support on the subject of occupational safety, please contact H. Sigrist 

& Partner AG.

 

 

	 Eye protection, protective clothing, hand protection and  

	 Use face mask 

 

 

 

 

 

 

	 Mandatory for compressed air applications 

	 Use mask and respiratory protection
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Dispensing tip straight, Luer-Lock

	 Property 	 Value
	 Material	 PP

	 Metal cannula 	 polished stainless steel, V2A: 1.4301

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

	 Tolerance cannula diameter 	 ±0.02 mm

	 Special 	 - Strong solvents, such as acetone, can 

		  damage dosing needle.

Dispensing tip tapered, Luer Lock

	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

	 Tolerance cannula diameter 	 ±0.02 mm

Dispensing tip Metal, Luer Lock

	 Property 	 Value
	 Material 	 Luer-Lock Nickel and chrome plated brass

	 Metal cannula 	 polished stainless steel, 1.4301

	 Maximum dosing pressure 	 6.5 bar

	 Tolerance cannula diameter 	 ±0.05 mm

	 Special length 	 ±1 mm

Dosiernadeln
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Syringe barrel transparent	

	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

	

Kartuschen bernstein 

	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

Syringe barrel black

	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

Kartuschen
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Syringe barrel end cap needle side
	
	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

	

Syringe barrel end cap top

	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

Syringe barrel end cap
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Piston, conical, PE
	
	 Property 	 Value
	 Material	 PP

	 Maximum dosing pressure 	 6.5 bar

	 Operating temperature 	 10 - 30°C

	

Piston elastic, conical, CR

	 Property 			   Value
	 Material			   Pure CR

				    Very good resistance to aging and embrittlement.

				    Good mechanical recovery properties.

				    Good chemical resistance.

				    Good resistance to UV light.

	 Type. Process pressure 	 [bar] <7 bar

	 Fire behaviour 			   Self-extinguishing

	 guy. Operating temperature 	 [°C] -20 - 90

	 Hardness 			   [Shore A] ~70

Typical application examples
Pneumatic pressing of:	 - medium to high viscosity media.

	 - Media with fillers.

	 - media forming a surface layer in the cartridge 

	 (anaerobic, moisture curing, ...)

Instructions for use
It is recommended to check compatibility with the application before series production.

For dry applications use a suitable lubricant.

Piston


